
SoundGate is continually developing and releasing new
Auxiliary Input Interfaces. 

Contact SoundGate at 800-256-0808 for our latest releases!
or, see us at “www.soundgate.com”

Applications

AUXNISSV3

Purpose...
The AUXNISSV3 allows you to input the audio
from TWO auxiliary sources such as an iPod, MP3
player, DVD/VHS player, Satellite Radio Tuner, and
others, directly to the factory audio 

system on the Nissan and Infiniti vehicles listed
below (NOTE: Factory radio must be capable of
controlling an externally-mounted CD Changer). 

Features...
The AUXNISSV3 utilizes sophisticated micro-
processor control, ultra-reliable surface-mount
construction, and advanced software design to
flawlessly integrate with the Nissan and Infiniti
audio systems. Each auxiliary source can be
selected from the radio pushbuttons.

NISSAN
• 2003-04 350Z without “SAT Button” 

on radio

• 1998-01 Altima - All

• 1998-03 Frontier - All

• 1998-03 Maxima - All

• 1998-02 Pathfinder - All
• 2000-03 Xterra - with AM/FM/CD player,

without Fosgate System

INFINITI
• 1998-02 G20 - All

• 1998-01 I30 - All

• 1998-02 Q45 - All

• 1998-02 QX4 - All

Application Notes:
1, The AUXNISSV3 IS NOT compatible with any Nissan or Infiniti radio with a “SAT” 

button on the face of the radio.
2. Vehicle cannot be equipped with an external CD changer, but must be capable of 

controlling an external changer.
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Sample Configuration
Using the SoundGate AUXNISSV3 along with the AUX3 (sold separately) for up to 3 inputs

A Note about Auxiliary Audio Sources Output Levels

Due to the wide range in audio output levels on source units, there may be a 
difference in volume level when switching between the auxiliary source and the
factory audio sources (radio, tape, CD, etc.). In many cases, you can adjust the
audio output of the auxiliary source for a closer match. In cases where you 
cannot adjust the audio output of the auxiliary source, or there is gain-related
noise, we recommend the use of the SoundGate VIDAOC1 line level audio 
controller.

Installation Instructions On Reverse...
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Remove the factory radio

Referencing the factory service manual instructions, remove the factory radio.
The factory CD changer connector is at the rear of the radio. If this connector

housing already has a harness plugged into it, the vehicle is pre-wired for a factory
changer. In this instance, disconnect the factory connector - it will not be used.

Preliminary

Note: The AUXNISSV3 is for vehicles which DO NOT have a remote-mounted CD
changer installed.

A. Turn the ignition key of the vehicle to the “Off” position.

B. Make sure the vehicle radio is turned to the “Off” position.

Step

1

Connect the RCA cables to AUXMSTR and connect AUXMSTR to AUXNISS

A.Plug the RCA’s from the auxiliary component into the RCA connectors on
the AUXMSTR.

B. Plug the cable which terminates in an 8-pin, round DIN connector into the AUXNISS.
Plug the other end of this cable into the white, molex input plug of the AUXMSTR.

Step

3

Test the Installation

A.Turn on the ignition and the factory radio.

B.Activate your auxiliary audio source.

C. Wait approximately 10 seconds for communication to be established between the
radio and the interface, and then press the CD button. If the factory radio is an 
in-dash CD player, and there is a CD in the in-dash unit, press the CD button twice. -

Pushing the “track up”, or “disc up” button twice switches between Aux Input 1 and Aux input 2.
Note: If your radio does not support this function, alternate switching modes have been included
in AUXMSTR:

Alternate mode 1 - Press ‘disc 2’ twice

Alternate mode 2 - Press ‘disc 2’, then press ‘disc 3’.

- When in Aux Input mode, the radio display will show “1-11-1111”.

- To exit the Aux mode, simply source to AM/FM, or internal CD.

Note: To operate and control the auxiliary audio unit, you will need to use the controls
on the auxiliary audio unit or the remote that came with it. The AUXNISSV3 does not 
provide any control of the auxiliary source unit.

Step

5

Connect +12 Volt constant and switched wires

The +12 Volt constant and switched power for the AUXNISS are obtained 
separately to ensure reliable, trouble-free operation. We recommend soldering

the +12 Volt connections. If you are using “T” taps, always make sure you are using the
correct size for the wire you are connecting to, and that it is making good contact with
the conductor.

Make sure that all connections are properly 
protected with heat-shrink tubing or electrical
tape to prevent damage to the AUXNISSV3 and 
vehicle systems.

A. Connect the YELLOW wire from the
AUXNISSV3 harness to a constant +12 Volt 
constant source behind the factory radio.

B. Connect the RED wire from the AUXNISSV3 
harness to a switched +12 Volt source
behind the factory radio.

C. Plug the AUXNISS cable into the changer
port at the rear of the radio, and then into the AUXNISS. 

Step

4

Mount the auxiliary audio component and run the RCA cables

Choose a convenient location to mount the auxiliary component. Following the
instructions supplied with the component, complete the installation. Run the

RCA cables from the component location to the interface location. NOTE: AUXNISSV3
now consists of two interface boxes - AUXNISS, and AUXMSTR. The cabling included
with these two pieces is long enough to allow mounting of the AUXMSTR (device that
RCA’s plug in to) in the glovebox area, or at the lower portion of the dash. If you feel
this procedure is above your skill levels, we strongly recommend the installation be 
performed by a local Mobile Electronics Specialist.

Step

2

Installation Instructions

If you experience any problems, call SoundGate Technical Support 
at 800-256-0808 or e-mail us at sgtech@soundgate.com
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