
 

 

 

 
 

- Retains factory features in select BMW vehicles with I/K-Line Bus while functioning with an aftermarket radio. 
- Supports non-amplified systems only. 
- EIA color coded wiring for easy installation. 

 

 
 

 

 
SWRBM-57C MODULE SWC CABLES 

 
 

ISO Harness 40-Pin Quadlock Harness 
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SETTING THE AFTERMARKET RADIO BRAND 

This step is done on the BMW SWC Module. With the key in the off position, set the DIP switches to the corresponding 
radio being used. 

 

 

 

 

 

 
 
 
 
 

4-PIN SWC CABLE 
    

Use the proper 3.5MM to 4-Pin SWC cable for the aftermarket radio you are using: 
 

OPTION A is used for ALPINE, CLARION, (JVC and KENWOOD units will use the Blue/Yellow wire) 
OPTION B is used for BOSS, DUAL, FAHRENHEIT, JENSEN, POWER ACOUSTIK, PIONEER, SONY and 

SOUNDSTREAM units.  
 

 

NOTE: Cap or insulate the 3.5mm plug or Blue/Yellow wire if not being used. 
 

 
 

TYPE A: 40-PIN QUADLOCK CONNECTOR                              TYPE B: ISO CONNECTORS 

BMW 
2007 – 2013     1 Series (E81/82/87/88) 
2005 – 2012     3 Series (E90/91/92)  
 
MERCEDES BENZ 
2004 – 2010     A Class (W169) with Quadlock 
2004 – 2010     B Class (W245) with Quadlock 
2007 – 2014     C Class (W204) 
2005 – 2006     C Class (W203) 
2005 – 2009     CLK Class (W209) 
2004 – 2010     CLS Class (W219) 
2010 – 2017     E Coupe (W207) 
2001 – 2002     E Class (W211) 
2009 – 2012     E Class (W212) 
2005 – 2011     M Class (W164) 
2016 – 2017     Metris (W447) 
2006 – 2011     R Class (W251) 
2004 – 2008     SLK (R171) Non Fiber-Optic 
2009 – 2011     SLK (R171) 
2014 – 2016     Sprinter (W906)* 
 

MINI 
2013                   Cooper S 
 

PORSCHE** 
2004 – 2011     911 
2004 – 2016     Boxster 
2002 – 2016     Cayenne 
2004 – 2012     Cayman 
2010 – 2016     Panamera 

MERCEDES BENZ 
2004 – 2010     A Class (W169) with Audio5 
2004 – 2010     B Class (W245) with Audio5 
2000 – 2004     C Class (W203) 
1999 – 2002     CLK Class (W208) 
1999 – 2000     E Class (W210) 
2001 – 2004     SL Class (R230) 
 
 
 
 
 
 
 
 
 
 
 
 
*To retain the factory Sprinter camera after replacing the 
radio, use Crux part# FAK-RCAM (sold separately) 
 
 
 
 
** Does not retain fiber optic amplifier. 
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Voice Recognition (VR) SWC: 

Compatible with Sony radios equipped with VR function. 
 

Short press Pick Up Call on SWC to activate / deactivate VR. 
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