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CONGRATULATIONS!

WARNING

Please be aware 
of all local and state laws in your area. A Properly tuned and operated audio 
system will deliver years of enjoyment when used properly.

WARNING

Wet Sounds SYN-DX Series Owner’s Manual

WET SOUNDS SYN-DX SERIES AMPLIFIERS
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INSTALLATION INSTRUCTIONS

If you do not have experience with marine electrical and 

installer is almost always cheaper than paying a dealership to repair your 
boat.

LOCATING THE AMPLIFIER

SUPPLYING ENOUGH POWER
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RUNNING THE WIRING CABLES
**Always keep the signal cable and the power cables separated to prevent the 
possibility of inducing noise into the system**

AMPLIFIER CONNECTIONS
**Make sure that the +12 volt cable is NOT connected to the battery while making 
any of the connections until all the connections and the fuse are installed**
Power Connections

The SYN-DX Series is designed for 4 AWG

REMOTE CONNECTION

Wet Sounds SYN-DX Series Owner’s Manual
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AMPLIFIER SIGNAL INPUTS

SYN-DX 2 SYN-DX 4

SYN-DX 4

SYN-DX 6

SYN-DX 6

SYN-DX 2 ADVANCED SUBWOOFER CONTROLS

BASS BOOST and SUBSONIC 
FILTER. For any assistance in setting this up, please contact Wet Sounds Technical 
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On the SYN-DX 4, there is 1 input selection switch. 
FROM CH 1-2 

FROM CH 3-4 
On the SYN-DX 6, there are 2 different input selection switches. 

FROM CH 1-2

FROM CH 1-2, or 
FROM CH 5-6

have fading capabilities between front and rear outputs.**
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SPEAKER TERMINAL INPUTS
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POWER INDICATOR

See troubleshooting section for further detail.
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1. Channel 3-4 Input Switch 

2. Channel 5-6 Input Switch

3. Gain Control 1-2 - 
4. Crossover Switch 1-2

5. Variable Crossover 1-2

6. Gain Control 3-4
7. Crossover Switch 3-4

8. Variable Crossover 3-4

9. Gain Control 5-6
10. Crossover Switch 5-6

11. Variable Crossover 5-6

12. Power LED Indicator and Logo

AMP DIAGRAM WITH LEGEND
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1. Fuses 

fused at the source
2. (+) 12 Volt Power 

3. Remote Turn On 

4. Ground 

5. RCA Inputs 

6. Speaker Terminal Output Block 1-2

7. Speaker Terminal Output Block 3-4

8. Speaker Terminal Output Block 5-6

AMP DIAGRAM WITH LEGEND
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Adjusting the Gain

Here are 3 easy steps to follow. 
1. 

2. 

3. 

**You will repeat these steps for both the front and rear channels 
independently**

You should not hear any distortion in your speakers at this level, 
if you do, slowly turn down the gain until distortion is no longer 
present. If you need further assistance please contact Wet 
Sounds Technical Services Department.

Crossover Controls

“High-Pass”

“Low Pass”

“Full-Range”

Input Selection
SETTING UP THE AMPLIFIER
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TROUBLESHOOTING

1. 
2. 
3. 
4. 
5. 

   A. 
   B. 
   C. 

   D. 

installation follow these procedures to try and remedy the 
problem.
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For HTX 4, 6 amplifiers, a short will only shut down the channels which are in fault. The other channels will
contiunue to play. After a fault connection is cleared, the error code will continue to flash, while the logo is
still illuminated blue. Please contact Tech Support for additional assistance, questions, etc.

Wet Sounds SYN-DX Fault Codes

Circuit Board
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FROM CH 3-4 on the input mode section of the 
example shown below

FROM CH 1-2

Two dual male RCA Y-Splitters are 

Please contact Wet Sounds Technical Support at 877.938.7757 if you need 
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BRIDGED AUDIO RCA CONFIGURATION

SYN-DX 4 Connection Panel

SYN-DX 4 SYN-DX 6
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SAMPLE SYSTEM SETUPS

SYN-DX 2

SYN-DX 2.3 HP
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SYN-DX 6

SYN-DX 4

SYN-DX 6



SYN-DX 2 

Wet Sounds SYN-DX Series Owner’s Manual

13



SYN-DX 2.3 HP 
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SYN-DX 4 
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WET SOUNDS INC.
www.wetsounds.com

17LIMITED WARRANTY

Length and limits of Warranty

Items not covered

Obtaining Service
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