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NVX V-SERIES

THANK YOU FOR CHOOSING NVX
Thank you for choosing NVX V-Series speakers for your car. Whether you are an established 
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SPECIFICATIONS
V-SERIES VSP4 VSP525 VSP60 VSP65 VSP68 VSP69 VSPTW

Power RMS / Peak each 75 / 225 80 / 240 100 / 300 100 / 300 100 / 300 watt 150 / 450 75 / 225 

Frequency Response 100 - 20k Hz 80 - 20k Hz 68 - 20k Hz 70 - 20k Hz 100 - 20k Hz 68 - 20k Hz 2,000 - 20k Hz

Sensitivity (SPL 1W/M) 86 88 89 89 89 91 92

Xmax 1 mm 1.50 mm 2 mm 2 mm 3 mm 3 mm —

Fs 100  80 68 75 70 65 1.50 K

Vas 1.75 5.00 9.30 8.60 9.80 16.90 —

Qts 0.68 0.70 0.50 0.70 0.70 0.60 —

Cone Composition Polypropylene/
Carbon Fiber Blend

Polypropylene/
Carbon Fiber Blend

Polypropylene/
Carbon Fiber Blend

Polypropylene/
Carbon Fiber Blend

Polypropylene/
Carbon Fiber Blend

Polypropylene/
Carbon Fiber Blend

Silk Dome

Speaker Surronund Nitrile Butadiene 
Rubber

Nitrile Butadiene 
Rubber

Nitrile Butadiene 
Rubber

Nitrile Butadiene 
Rubber

Nitrile Butadiene 
Rubber

Nitrile Butadiene 
Rubber

—

Net Weight 1.59 lbs (0.72 kg) 1.94 lbs (0.88 kg) 2.58 lbs (1.17 kg) 2.58 lbs (1.17 kg) 3.27 lbs (1.48 kg) 3.93 lbs (1.78 kg) 1.87 lbs (0.85 kg)

A Overall Diameter 5.11” (130 mm) 5.90” (150 mm) 6.49” (165 mm) 6.49” (165 mm) 8.03 x 5.74” 
(204 x 146 mm)

9.25 x 6.49” 
(235 x 165 mm)

2.40” (61 mm)

B Mounting Diameter 4.56” (116 mm) 5.31” (135 mm) 6.22” (158 mm) 6.14” (156 mm) 4.01 x 4.92”
(102 x 125 mm)

6.61 x 4.64”
(168 x 118 mm)

1.02” (26 mm)

C Cutout Diameter 3.66” (93 mm) 4.72” (120 mm) 5.59” (142 mm) 5.59” (142 mm) 7.36 x 5.15”
(187 x 131 mm)

8.66 x 5.90”
(220 x 150 mm)

2.06” (52.50 mm)

D Mounting Depth 2.04” (52 mm) 2.04” (52 mm) 2.51” (64 mm) 2.51” (64 mm) 2.59” (66 mm) 3.14” (80 mm) 0.98” (25 mm)

 watt watt  watt  watt  watt  watt

 dB  dB  dB  dB  dB  dB  dB
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INSTALLATION DIAGRAMS

Tweeters 
( VSPTW )

Coaxial Connection
( Round & Oval Models )

VSP4 / VSP525 / VSP60 / VSP65
VSP68 / VSP69

Oval Models 
( VSP68 / VSP69 )

Round Models 
( VSP4 / VSP525 / VSP60 / VSP65 )

with Spacer/Adapter Bracket

INSTALLING THE CROSSOVER

 The crossover should be mounted using either screws or double-sided 

squeeze the sides of the cover and remove gently. It is recommended 
that you route the cables prior to mounting the crossover to simplify the 
installation process.

TWEETER LEVEL ADJUSTMENT

 There is a toggle switch located inside of the crossover which allows the 
listener to add -3 dB of attenuation to the tweeter. This gives the user the 
ability to adjust the intensity of the tweeter to suit their own preferences, 
as well as to compensate for variations in tweeter location.

rear speaker wiring.

Component Connections
( )
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•   This limited warranty does not cover failure of the product resulting improper 
installation, misuse, abuse, accident, neglect, mishandling, or wear from 
ordinary use or environmental deterioration.

•   This limited warranty does not cover cosmetic damage, including paint 
damage, or consequential damage to ordinary use or environmental 
deterioration.

•   This limited warranty does not cover cosmetic damage, including paint 
damage, or consequential damage to other components or premises which 
may result for any reason from the failure of the product.

•   This limited warranty is null and void for products not used in accordance 
with NVX’s instructions.

•   This limited warranty is null and void for products with altered or missing 
serial numbers and for products not purchased from an authorized dealer.

•   This limited warranty terminates if you sell or otherwise transfer this product 
to another party.

•   This limited warranty is null and void for any speaker or subwoofer that 
has been damaged due to over-powering causing burnt voice coils and /or 
mechanical failures such as ripped spiders or surrounds.

THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, AND YOU MAY ALSO HAVE OTHER RIGHTS WHICH VARY FROM STATE TO STATE, JURISDICTION TO JURISDICTION, OR 
COUNTRY TO COUNTRY. NVX’S RESPONSIBILITY FOR MALFUNCTIONS AND DEFECTS IN HARDWARE IS LIMITED TO REPLACEMENT OR REPAIR AS SET FORTH IN THIS WAR-
RANTY STATEMENT. ALL EXPRESS AND IMPLIED WARRANTIES FOR THE PRODUCT, INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE, ARE LIMITED IN TIME TO THE TERM OF THIS WARRANTY. SOME STATES, JURISDICTIONS, OR COUNTRIES DO NOT ALLOW THE EXCLUSION OF 
CERTAIN IMPLIED WARRANTIES OR CONDITIONS, OR LIMITATIONS ON HOW LONG AN IMPLIED WARRANTY OR CONDITION LASTS, SO THIS LIMITATION MAY NOT APPLY TO 
YOU. NVX DOES NOT ACCEPT LIABILITY FOR SPECIAL, INDIRECT, CONSEQUENTIAL, OR INCIDENTAL DAMAGES, INCLUDING WITHOUT LIMITATION, ANY LIABILITY FOR THIRD 
PARTY CLAIMS AGAINST YOU FOR DAMAGES OR FOR PRODUCTS NOT BEING AVAILABLE FOR USE. THE MAXIMUM LIABILITY FOR WHICH NVX MAY BE RESPONSIBLE WILL 
BE NO MORE THAN THE AMOUNT YOU PAID FOR THE PRODUCT THAT IS THE SUBJECT OF THE CLAIM. SOME STATES, JURISDICTIONS, OR COUNTRIES DO NOT ALLOW 
THE EXCLUSION OR LIMITATION OF SPECIAL, INDIRECT, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU.

Warranty Outside the U.S.
The Warranty on this product shall comply with applicable law when sold to a consumer outside of the United States. To obtain any applicable warranty service, please contact the dealer from 
which you purchased this product, or the distributor that supplied this product.

WARRANTY
NVX warrants to the original retail purchaser that this product is to be free from defective materials and workmanship for a period of one (1) year from the date of purchase, if it is properly used 
and maintained. If this product proves defective in either material or workmanship, NVX, at it’s discretion, will (a) repair the product, or (b) replace the product, at no charge for parts or labor. 
If the product model is no longer available and cannot be repaired effectively or replaced with an identical model, NVX at it’s sole option may replace the unit with a current model of equal or 

You will be required to submit a copy of the original receipt. Return shipping for exchanges/repairs is the sole responsibility of the original retail purchaser.

LIMITATIONS:

Visit: nvx.com   |         
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•   
nvx.com/support

•  

•  Package the original packaging in an additional shipping container to 

such as UPS and FedEx.

•    Insure your return at the price paid as NVX is not responsible for 

•  

•  
increases your return freight charges. 
-

be returned freight collect.

•  
 

-

•  

      NVX 
Attn: Returns 
10645 Freeport Dr. 
Louisville, KY 40258-1873

cs@nvx.com

WHAT TO DO IF YOU NEED WARRANTY OR SERVICE

nvx.com or by 
contacting NVX directly.

Alternatively, if it becomes necessary for you to return defective product directly to NVX, please refer to 
the following instructions for warranty service:
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NOTES

Authorized Dealer’s Name:

Model Number:

Purchase Date:

Serial Number:
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